
23
50

line of compressible filler and any
required head restraint to inner leaf
of cavity wall construction to SE detail

line of ground beam to SE detail
25.625

SFS to specialist detail supported
on RHS post to SE detail fixed to
conc floor slab.

pressed metal colour coat
capping to wall

SFS to downstand to specialist detail wrapped in Alessco cladding or
similar approved to manufacturer's recommendations

metal balustrade to 1100mm above walkway level to suppliers design
bolted down to concrete floor slab to satisfaction of SE

11
00

similar approved to manufacturer's recommendations

line of Terrix cladding or similar approved
on SFS to specialist detail including
stacked triple soldier string course

27.050

2155

11
25

11
25

15
00

1 carrier board 12mm (1st layer- vertical)

2 carrier board 12mm(2nd layer - 
horizontal)

3 stainless steel fixings (4 x 30)

DETAIL Z.64.A  V.1.0

custom detail 1/6Terrix® 2023

24



DETAIL Z.64.A  V.1.0

custom detail 2/6Terrix® 2023

1 PU insulation 67 mm +1mm PU adhesive 

6824



1 PU insulation 79 mm +1mm PU adhesive 

2 PU insulation 67 mm +1mm PU adhesive 

DETAIL Z.64.A  V.1.0

custom detail 3/6Terrix® 2023

6824

80



1 Terrix® PR-BS brick slip primer

2 Terrix® AD-AB base coat (4mm total incl. 
reinforcing mesh)

3 Terrix® AC-MS reinforcing mesh 165g/m2

DETAIL Z.64.A  V.1.0

custom detail 4/6Terrix® 2023

92 4



1 Terrix® BR-BS brick slip (4 mm)

2 Terrix® AD-BS brick slip adhesive/grout 
(2 mm)

3 Terrix® PR-BS brick slip primer

DETAIL Z.64.A  V.1.0

custom detail 5/6Terrix® 2023

92 4

102.5



DETAIL Z.64.A  V.1.0

custom detail 6/6Terrix® 2023

1
All external sides of the panel are to be 
covered with Terrix® AD-AB and 
reinforcing mesh +  PR-BS primer


